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The study was to describe and to compare the performance of 3D and 4D CBCT 
imaging modalities by measuring and analyzing the delivered dose and the image 
quality. The 3D (Chest) and 4D (Symmetry) CBCT Elekta XVI lung IGRT protocols 
were analyzed. Dose profiles were measured with TLDs inside a dedicated phantom. 
The dosimetric indicator cone-beam dose index (CBDI) was evaluated. The image 
quality analysis was performed by assessing the contrast transfer function (CTF), 
the noise power spectrum (NPS) and the noise-equivalent quanta (NEQ). Artifacts 
were also evaluated by simulating irregular breathing variations. The two imaging 
modalities showed different dose distributions within the phantom. At the center, 
the 3D CBCT delivered twice the dose of the 4D CBCT. The CTF was strongly 
reduced by motion compared to static conditions, resulting in a CTF reduction 
of 85% for the 3D CBCT and 65% for the 4D CBCT. The amplitude of the NPS 
was two times higher for the 4D CBCT than for the 3D CBCT. In the presence 
of motion, the NEQ of the 4D CBCT was 50% higher than the 3D CBCT. In the 
presence of breathing irregularities, the 4D CBCT protocol was mainly affected 
by view-aliasing artifacts, which were typically cone-beam artifacts, while the 3D 
CBCT protocol was mainly affected by duplication artifacts. The results showed 
that the 4D CBCT ensures a reasonable dose and better image quality when mov-
ing targets are involved compared to 3D CBCT. Therefore, 4D CBCT is a reliable 
imaging modality for lung free-breathing radiation therapy. 
PACS number(s): 87.57.C-, 87.57.uq, 87.53.Ly 




4D image-guided radiotherapy (IGRT) plays an important role in ensuring the precise position-
ing of the tumor within the breathing cycle, as well as visualizing the tumor trajectory. This 
makes it possible to define small margins, thereby sparing healthy tissues.(1) 
One proposed 4D IGRT approach is respiratory-correlated cone-beam CT (4D CBCT).(2) The 
4D CBCT dataset provides several features not available in 3D CBCT such as the 3D trajec-
tory determination of the moving target and a specific algorithm for reducing motion artifacts. 
These features allow us to define patient’s specific treatment margins. In 4D CBCT acquisitions, 
similarly to respiratory-correlated CT (4D CT), the images are retrospectively binned according 
to the respiratory phase (usually 10 phases are reconstructed). This reduces respiratory motion 
artifacts and yields a 3D image at different tumor positions within the respiratory cycle. The 
tumor position can be compared to the planning phase (e.g., midventilation CT phase).(3) The 
JOURNAL OF APPLIED CLINICAL MEDICAL PHYSICS, VOLUME 17, NUMBER 6, 2016
97   97
98  Thengumpallil et al.: Difference between lung 3D and 4D CBCT 98
Journal of Applied Clinical Medical Physics, Vol. 17, No. 6, 2016
tumor motion verification and the correction of the tumor baseline shift based on a registra-
tion between the planning 4D CT and 4D CBCT is made prior to delivery, thus improving the 
precision of dose delivery. 
Nevertheless, breathing irregularities may substantially reduce the image quality and conse-
quently compromise the dose delivery,(2,4) especially in the case of lung free-breathing radiation 
therapy (FBRT). Image quality is also strongly influenced by image acquisition parameters, 
such as dose per projection and the number of projections. Indeed, the 3D CBCT and the 4D 
CBCT are characterized by different image acquisition parameters, affecting dose and image 
quality in a different manner. This is explained by a slower gantry rotation necessary to ensure 
adequate angular sampling(5) and more projections are needed to reconstruct more than one 
CBCT in different breathing phases. Therefore, many respiratory cycles occur during the 4D 
CBCT acquisition.(2) The aim of this study was to evaluate the differences between the 3D and 
4D CBCT Elekta XVI protocols(6) in terms of dose and image quality, and to investigate their 
implications on the IGRT accuracy of lung FBRT. 
 
II. MATERIALS AND METHODS
A.  XVI CBCT imaging system and lung IGRT protocols 
The CBCT acquisitions were performed with the Elekta Synergy linac imaging system (XVI 
System, Elekta AB, Stockholm, Sweden) mounted on the gantry perpendicular to the treatment 
beam. The XVI system is composed of an X-ray tube with 5.25 mm Al inherent filtration and 
an amorphous silicon flat-panel detector.(7)
Available XVI lung IGRT protocols are “Chest” for 3D CBCT and “Symmetry” for 4D 
CBCT. The Chest protocol performs a 360° rotation in 2 min (660 projections) with 40 mA 
tube current compared to 200° in 4 min (1320 projections) and 20 mA tube current for the 
Symmetry protocol. Indeed, the 4D CBCT protocol is built in such a way that an increase in 
the number of projections is compensated by an equivalent decrease of the X-ray tube current. 
The Chest protocol uses a M20 kV collimator, in which the imager is laterally shifted by 10 cm, 
resulting in an asymmetric beam.(6) As can be inferred from its name, the Symmetry protocol 
results with symmetric beam, with the imager aligned at the center of the X-ray beam. The 
Chest protocol uses an aluminum bow-tie filter of 2 mm thick at its center and 30 mm at the 
borders. This leads to a differential filtration of the X-ray beam across the profile, whereas the 
Symmetry protocol does not use any additional filtration. The raw projections acquired with the 
Chest protocol are processed with the Feldkamp algorithm(8) to reconstruct the CBCT slices. In 
the Symmetry protocol, the respiratory signal is directly extracted with the Amsterdam Shroud 
method,(2) where each cone-beam projection is a snapshot representing a given respiratory phase. 
The corresponding projections are sorted into several phase bins, which are then fed into the 
basic Feldkamp algorithm to generate a 4D CBCT dataset. In order to give a full description 
of the 3D (Chest) and 4D CBCT (Symmetry) protocols available in clinic, we kept the same 
acquisition parameters as proposed by the manufacturer for the analysis.
B.  Phantom data study: dose analysis 
The usual computed tomography dose index (CTDI)(9) is not valid when considering CBCT 
geometry, and it was therefore replaced by the cone-beam dose index (CBDI) defined as:(7,9,10)
  (1)
 
where L is the collimation width and Y is the length of dose integration. For usual CTDI measure-
ments, the International Electrotechnical Commission (IEC) recommends using Y = 100 mm. 
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However, this length is too small to cover the wide diffusion tails of CBCT and some authors(11) 
suggested taking a larger dose integration length (approximately 400 mm). Accordingly, we 
performed measurements with Y = 100 mm and 450 mm in order to quantify the difference 









where CBDIcenter is the CBDI measured in the central axis of the phantom and CBDIperiph is the 
average of the CBDI measured at the four peripheral positions. The CBDIw is an indicator repre-
sentative of the volumetric average dose within the phantom similar to the CTDI, as described 
in the report of American Association of Physicist in Medicine (AAPM) Task Group 23.(12)
For the CBDI measurements, we used a custom-made phantom designed for this specific 
purpose. It is made of polymethylmethacrylate (PMMA) and is representative of a patient’s trunk. 
It has a diameter of 320 mm and is 450 mm long. The original phantom length was 150 mm, but 
it was increased to cover the wide diffusion tails of the dose profile associated with the larger 
beam width of CBCT. The phantom contains five holes in the longitudinal direction: one at its 
center and four at 1 cm from the surface, at 90° from each other. These holes are filled with 
removable cylindrical inserts made of PMMA and drilled each 5 mm interval to allow lithium 
fluoride (LiF) thermoluminescent dosimeters (TLDs) to be placed for dose measurements. 
In our measurements, the TLDs were placed every 15 mm along each insert of the phantom. 
The dose profiles were measured along the whole 450 mm phantom length. Given the sensitivity 
of the TLDs, each measurement consisted of two consecutive irradiations in order to deliver 
enough dose in the diffusion tails.
C.  Image quality analysis 
Image quality analysis was performed with different phantoms aimed for specific measurements. 
To simulate breathing motion, the phantoms were mounted on the CIRS dynamic platform (CIRS, 
Norfolk, VA) producing a periodic movement described by the cosine power to 4, because it 
describes a typical asymmetric respiratory cycle in free breathing motion.(13) The dynamic 
platform was submitted to a movement of 2 cm amplitude in the longitudinal direction and 
0.25 Hz frequency. The alignment of the phantoms was checked using the treatment room lasers.
The point spread function (PSFy) in the longitudinal direction (y) was measured with CIRS 
AAPM CT performance phantom (CIRS) using the slice sensitivity profile (SSP) insert part, 
which contains three aluminum ramps aligned vertically and which rise at 23° angle from the 
base to the top of the phantom. The contrast transfer function (CTFy) is the modulus of the 
Fourier transform of the PSFy along the motion direction and it was measured in the y direc-
tion from the slice where the signal of the ramp was maximum in the z direction. The CTFy 
was used to assess the longitudinal resolution and contrast losses due to partial volume effects 
generated by the object motion.
The noise power spectrum (NPSxz) and the modulation transfer function (MTFxz) were 
measured in the transverse plane (xz-plane), using a custom-made cylindrical phantom of 
25 cm diameter filled with water containing a cylindrical insert of Teflon (diameter 10 cm) 
at its center.(14) The NPSxz was calculated according to the IEC 62220-1-1 report
(15) within a 
128  × 128 ROI chosen at the center of a homogeneous water region inside the phantom and 
averaged over 20 slices. The MTFxz was determined from an edge analysis of the cylindrical 
Teflon insert as described elsewhere.(14) The MTFxz and NPSxz were used to compute the 2D 
noise-equivalent quanta (NEQxz) in the transversal slices, which stands for signal-to-noise ratio 
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in the spatial frequency domain, as described in the International Radiation Commission Unit 








where  is the radial frequency in the transverse plane and S is the peak signal 
value obtained from the PSFy and reports signal losses due to partial volume effects generated 
by the motion in the longitudinal direction.
The image quality analysis of the Symmetry protocol was performed on the average image 
of 10 phases (average pixel values of each phase) and also on a single phase of the breathing 
cycle. The single phase was chosen to be the 60% phase representing the breathing cycle portion 
in which the tumor spends most of its time (midventilation phase). In addition, each breathing 
phase was subject to the same acquisition parameters and, therefore, we did not expect any 
change in the contrast and in the noise evaluation if we had chosen another phase. 
D.  CBCT motion artifacts evaluation 
The CIRS Dynamic Thorax Phantom (CIRS) was used to acquire CBCT images in the presence 
of irregular breathing variations. A 3 cm diameter sphere was moved inside the phantom along 
the longitudinal axis with an equation of motion of the sphere center defined by: 
  (4)
where t is the time, A is the motion amplitude of the sphere, and f is the respiratory cycle frequency.
Three kinds of irregular breathing variations were randomly generated in the longitudinal 
direction. They were generated for: (i) amplitude variation (0.5–1.3 cm) and fixed frequency 
of 0.25 Hz, (ii) frequency variation (0.18–0.32 Hz) and fixed amplitude of 1 cm, and (iii) com-
bined amplitude and frequency breathing variations (0.5–1.1 cm) amplitude and (0.23–0.26 Hz) 
frequency variations. These irregular breathing variations were representative of typical patient 
respiratory cycles.(17)
We also performed static acquisitions. Firstly, the images acquired with motion were 
compared to the images acquired without motion to qualitatively determine motion artifacts 
and CBCT artifacts. Secondly, the 3D and the 4D CBCT motion artifacts were quantitatively 
assessed by comparing the measured internal tumor volume (ITV) in the presence of motion 
artifacts with the theoretical ITV given by:(18) 
  (5)
 
where L is the maximal displacement of the sphere (tumor) and r is the radius of the sphere 
(15 mm).
The theoretical values were calculated for maximum motion amplitude and average motion 
amplitude. The measured ITV in the presence of motion artifacts was obtained for the Chest 
protocol by taking the 3D CBCT image, which directly shows the visible ITV(4) and for the 
Symmetry protocol by taking the 4D CBCT images at 0% and 50%, corresponding to the 
maximum inspiration and maximum expiration phases, respectively. 
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III. RESULTS 
A.  Dose profiles and CBDI
The dose within the slices was much more homogeneous for the Chest protocol (Fig. 1(a)) than 
the Symmetry protocol (Fig. 1(b)). This is due to the fact that the tube rotates only by 200° 
around the phantom for the Symmetry protocol compared to 360° for the Chest protocol. Also, 
for the Chest protocol, the highest peripheral dose was observed at 270° gantry angle (Fig. 1(a)), 
because the kV beam irradiation starts and ends around this angle and more time is spent there in 
accordance with the acquisition settings. This is not the case for the Symmetry protocol, for which 
the highest dose was observed at 0° gantry angle (Fig. 1(b)) because the rotation is only 200°. 
Compared to the Symmetry protocol, the CBDIw of the Chest protocol is more than 36% 
higher for an integration length of 100 mm and more than 32% over an integration length of 
450 mm (Table 1). For both protocols, a slightly higher CBDIw is found for the 100 mm dose 
integration length compared to the 450 mm dose integration length. However, it is not significant.
B.   Image quality: contrast transfer function (CTF), noise power spectrum (NPS), 
and noise-equivalent quanta (NEQ)
The CTFy in the presence of target movement is reduced (Fig. 2), leading to a significant lower 
CTFy for the Chest compared to Symmetry protocol. In particular, by taking the Chest protocol 
acquired in static conditions as the reference, we find that the contrast at zero frequency is decreased 
by 25% for the Symmetry protocol evaluated in a single phase, by 65% for the Symmetry protocol 
evaluated in average phases, and by 85% for the Chest protocol acquired with motion.
The NPS show a similar frequency distribution among Chest and Symmetry protocols, and 
with or without movement (Fig. 3). However, the noise amplitude is the highest for the single 
Fig. 1. Chest (a) and Symmetry (b) dose profiles at central (round marker) and at gantry angles of 0° (square marker), 
90° (down triangle marker), 180° (star marker), and 270° (up triangle marker) as a function of the TLDs position inside 
the phantom. 
Table 1. CBDI100 and the CBDI450, in the center and on the periphery and CBDIw with the total error  σ = σstat+ σsyst, 
the sum of the statistical and systematic errors. 
  Center 0° 90° 180° 270° CBDIw
CBDI100 (mGy) 
 Chest 19.7±1.9 26.2±2.1  25.4±2.4  24.4±2.3  28.7±2.9  25.2±2.2 
 Symmetry 12.0±1.2   39.0±3.4  27.1±2.3  2.2±0.3   17.4±1.6  18.5±1.6 
CBDI450  (mGy)
 Chest  20.4±1.5  24.7±1.8  23.9±1.7  23.3±1.7  27.0±2.0  23.3±1.7 
 Symmetry 12.5±0.9  36.3±2.6  25.4±1.9  2.4±0.2  16.6±1.2  17.6±1.3
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phase evaluation of the Symmetry protocol. As expected, the noise amplitude of the Chest 
protocol is similar with or without movement.
Similarly to the CTFy, the NEQxz is reduced when there is a movement (Fig. 4). For example, 
the NEQxz of the Chest protocol is about 50% lower than the Symmetry protocol evaluated in a 
single phase. Conversely, no significant difference is observed between the Symmetry protocol 
evaluated in a single phase and in the average phases.
Fig. 2. Normalized CTFy along motion direction as function of the spatial frequency. The thick dashed line corresponds to 
the CTFy of the Chest protocol acquired in static conditions, the thin line in moving conditions. The thick line represents 
the CTFy of the Symmetry protocol evaluated in a single phase and the thin dashed line in the average phases.
Fig. 3. NPS for Chest and Symmetry protocols. The thick dashed line corresponds to the CTFy of the Chest protocol 
acquired in static conditions, the thin line in moving conditions. The thick line represents the CTFy of the Symmetry 
protocol evaluated in a single phase and the thin dashed line in the average phases.
Fig. 4. NEQ for Chest and Symmetry protocols. The thick dashed line corresponds to the CTFy of the Chest protocol 
acquired in static conditions, the thin line in moving conditions. The thick line represents the CTFy of the Symmetry 
protocol evaluated in a single phase and the thin dashed line in the average phases.
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C. Image quality analysis: artifacts and internal tumor volume (ITV) 
In the presence of motion, view-aliasing artifacts are visible in each breathing phase for the 
Symmetry protocol, whereas duplication artifacts are observed for the Chest protocol (Fig. 5). 
Similar ITV volumes were measured between the Chest and the Symmetry protocols 
(Table 2); however, these volumes were smaller compared to the theoretical ones, for both 
maximum and average motion amplitude. Indeed, in the case of the amplitude breathing varia-
tion with maximum motion amplitude we found for both protocols an underestimation between 





This study evaluated the performances of 3D and 4D CBCT Elekta XVI imaging protocols in 
terms of dose and image quality and their application on the IGRT accuracy of lung FBRT. In 
order to give a full description of the 3D (Chest) and 4D CBCT (Symmetry) protocols available 
in clinic, we kept the manufacturer’s proposed acquisition parameters.
Compared to the Symmetry protocol, the dose profiles of the Chest protocol showed a more 
homogeneous dose distribution in all positions, due to the 360° gantry rotation compared to 
the 200° of the Symmetry protocol. We found cone beam dose index (CBDI) measurements 
in agreement with the findings of Amer et al.:(6) the weighted CBDI100 was slightly higher, 
albeit not statistically significant, than the CBDI450. This allowed us to restrict measurements 
to the 100 mm central part of the image field of view (FOV) as they are representative of the 
average dose. In other words, a measurement across the 100 mm central part of the FOV gives 
a conservative estimate of the CBDI.  
Fig. 5. Examples of coronal images of the sphere for both static and moving acquisitions at different breathing phases 
obtained for the Symmetry protocol (a) and the Chest protocol (b). Each line corresponds to a different breathing variation.
Table 2. Theoretical (Th) ITVs for maximum and average motion amplitude and measured ITVs for the Chest and 
the Symmetry protocols for the three kinds of breathing variations. The error on the measured ITV is the systematic 
error due to delineation.
  Thmax Thav Chest Symmetry
 Breathing Variation (cc) (cc) (cc) (cc)
 Amplitude 23.3 21.5 18.2 ± 2.1 18.6 ± 2.2
 Frequency 21.3 21.3 20.3 ± 2.8 20.2 ± 2.8
 Amplitude & Frequency 21.5 19.9 17.2 ± 1.7 17.8 ± 1.9
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The CBDIw for the Symmetry protocol was lower than that for the Chest protocol of 26% 
(see Table 1). Note that under equivalent arc rotation and acquisition parameters, the Symmetry 
protocol would have led to a higher nominal dose. Indeed, Lu et al.(5) reported an increase of 
patient dose up to a factor of four compared to the 3D CBCT for a 5 sec breathing cycle period 
and the same acquisition parameters. To counteract this effect, the manufacturer reduced the 
X-ray tube current and the gantry rotation to 200° in order to reduce dose and irradiation time, 
but at the cost of a decrease of image quality. Despite the only 200° arc rotation, the gantry 
speed is slowed down to get enough respiratory cycles to reconstruct the 4D CBCT scan. Thus, 
it causes a doubling of the irradiation time, 4 min compared to 2 min for a 3D CBCT scan. As 
a consequence, the increase of the irradiation time makes an increase in the risk of patient dis-
comfort and position inaccuracy. Optimization of the protocols would reduce that risk; decreas-
ing the image quality to a level guaranteeing an exploitable image by reducing the number of 
projections to a sufficient level would lead to a reduction of the irradiation time. For example, 
in our department we decided for lung FBRT to perform first a 4D CBCT of 4 min for patient 
setup and target match and after the treatment a 4D CBCT of 2 min, obtained by reducing half 
the number of projections, just for intrafraction motion assessment.
Motion may involve significant contrast loss due to partial volume effects and strong artifacts. 
Within this context, the common metric of contrast-to-noise ratio (CNR) may not be suitable, in 
the sense that a high CNR output may not indicate a better image quality.(19) To quantitatively 
assess the loss of image quality due to motion for the two imaging protocols, we chose to use 
CTF and NEQ metrics, eliminating any dependency of contrast measurement on the sample 
size and shape. We found a severe loss of contrast when the motion was applied. The decreased 
contrast was lower for the Symmetry protocol compared to the Chest protocol.
Conversely, the noise is not affected by motion. However, the dose per projection, the 
number of projections and the algorithm used for slice reconstruction have an impact on noise. 
Hence, we found that the Symmetry protocol was more affected by noise than the Chest pro-
tocol. This can be explained by the fact that total delivered dose is lower for the Symmetry 
protocol compared to the Chest protocol. The NPS of CBCT slices scales with the inverse of 
the number of photons per projections, the NPS of the Symmetry protocol evaluated in average 
phases (1320 projections) and in a single phase (132 projections) were 2 and 15 times higher 
compared to the Chest protocol (660 projections), respectively. As expected, no difference in 
the Chest protocol was observed between static and moving acquisitions because motion does 
not contribute to the noise. By combining signal and noise transfer metrics, we could assess 
the NEQ that is giving the whole frequency information available to an observer looking at 
the image. However, in case of motion, a NEQ gain of 50% was observed for the Symmetry 
protocol compared to the Chest protocol. According to ICRU Report 41,(20) the higher the 
NEQ, the higher the tumor visualization and the better image registration is between the plan-
ning CT and daily CBCT. Another important factor affecting image quality are the artifacts 
induced by respiratory motion. They may seriously compromise the precise registration between 
the planning CT and the daily CBCT and jeopardize the treatment outcome.(4) We observed 
view-aliasing artifacts when the images were acquired with the Symmetry protocol (phase-by-
phase analysis). This was expected because the lower number of projections per phase led to 
undersampling (132 for the 4D CBCT single phase against 1320 projections of the 4D CBCT 
average phases).(2,5,21-23) We observed no major difference between the static acquisition and 
the breathing variations for the 4D CBCT scan (Fig. 5). This is because the 4D reconstruction 
algorithm weights the projections by the gantry angle increment between the projections, in 
order to prevent artifacts.(5) We found duplication artifacts for the Chest protocol due to the 
faster gantry rotation speed compared to the breathing cycle. This compromises the accuracy 
in terms of visualizing the tumor extent and image registration, but it also inhibits the direct 
use of CBCT for dose calculation.(24) 
The artifacts also have a great impact on volume definition. We investigated the influ-
ence of the irregular breathing motions on tumor volume definition in images obtained by a 
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CBCT  system. We obtained similar measured and theoretical ITV volumes for both protocols. 
Nevertheless, we found a more important underestimation of the ITV volumes compared to 
the theoretical for both protocols, in the case of amplitude breathing variations. For the Chest 
protocol, this result is somehow expected, as the motion related partial volume artifacts will 
lead to reduced ITV. For the Symmetry protocol, the motion artifacts are greatly suppressed 
compared to the Chest; however, because of the poor image quality in each phase, the measure-
ment of the ITV volume (union of the images at 0% and 50%, corresponding to the maximum 
inspiration and maximum expiration phases) becomes less accurate and in our case comparable 
to the Chest (Table 2). As observed by Vergalasova et al.,(25) an underestimation of the ITV 
could lead to an improper alignment of the planning CT ITV with respect to the daily CBCT 
ITV. However, even if the results obtained from both protocols were similar, a precise tumor 
volume definition was harder to achieve with 3D CBCT because of the presence of larger 
artifacts, such as the duplication structure. This result was in agreement with the findings by 
Sweeney et al.,(26) where they observed a larger variability in tumor visualization for the 3D 
compared to the 4D CBCT scan. Therefore, the 4D CBCT protocol is somewhat optimized in 
the context of a trade-off between dose and image quality, though improvement can still be 
obtained.(27) We found that the 4D CBCT ensures a reasonable dose and lower artifacts when 
moving targets are involved, compared to 3D CBCT. The above considerations support the 
use of 4D CBCT in the presence of motion and in the particular case for lung FBRT. It is a 
reliable lung imaging modality for accurate tumor localization and for safe margins reduction, 
further preventing the “geographical miss” of the tumor, especially in the presence of breath-
ing irregularities. As a last comment we discuss the limitations of our study. A first limitation 
is that we only tested a 1D motion. However, the chosen direction (longitudinal) is the most 
relevant from a clinical point of view.(28) Other limitations come from the fact that we used 
fixed amplitude and breathing frequency in the CTF analysis.
 
V. CONCLUSIONS
The XVI Elekta 3D (Chest) and 4D CBCT (Symmetry) lung IGRT protocols have been evaluated 
in terms of dose and image quality. The two imaging modalities are efficiently optimized for 
the verification of patient setup prior to the treatment, as required in IGRT protocols. However, 
when dealing with respiratory motion, the 4D IGRT Symmetry protocol makes it possible to 
visualize the 3D tumor trajectory without additional respiratory monitoring and strongly reduces 
motion artifacts compared to 3D IGRT Chest protocol. Moreover, the 4D CBCT delivers an 
optimized dose to the patient and better image quality when moving targets are involved, com-
pared to 3D CBCT. However, a drawback of a 4D CBCT is a longer irradiation time that may 
cause patient discomfort and position inaccuracy. This risk could be minimized in performing 
an optimization of the protocols. Therefore, having in mind the possible improvements that can 
be applied, we recommend the 4D IGRT Symmetry protocol based on 4D CBCT as a reliable 
imaging modality, whenever it is available, for lung FBRT treatments.
 
COPYRIGHT
This work is licensed under a Creative Commons Attribution 3.0 Unported License. 
 
106  Thengumpallil et al.: Difference between lung 3D and 4D CBCT 106
Journal of Applied Clinical Medical Physics, Vol. 17, No. 6, 2016
REFERENCES
 1. Harsolia A, Hugo GD, Kestin LL, Grills IS, Yan D. Dosimetric advantages of four-dimensional adaptive image-
guided radiotherapy for lung tumors using online cone-beam computed tomography. Int J Radiat Oncol Biol 
Phys. 2008;70(2):582–89.
 2. Sonke JJ, Zijp L, Remeijer P, van Herk M. Respiratory correlated cone beam CT. Med Phys. 2005;32(4):1176–86.
 3. Wolthaus W, Schneider C, Sonke JJ, et al. Mid-ventilation CT scan construction from four-dimensional 
respiration-correlated CT scans for radiotherapy planning of lung cancer patients. Int J Radiat Oncol Biol Phys. 
2006;65(5):1560–71.
 4. Clements N, Kron T, Franich R et al. The effect of irregular breathing patterns on internal target volumes in 
four-dimensional CT and cone-beam CT images in the context of stereotactic lung radiotherapy. Med Phys. 
2013;40(2):021904.
 5. Lu J, Guerrero TM, Munro P, et al. Four-dimensional cone beam CT with adaptive gantry rotation and adaptive 
data sampling. Med Phys. 2007;34(9):3520–29.
 6. Elekta. Clinical user manual for XVI R4.5 general release. Crowley, UK: Elekta Ltd.; 2013.
 7. Amer A, Marchant T, Sykes J, Czajka J, Moore C. Imaging doses from the Elekta Synergy X-ray cone beam CT 
system. Br J Radiol. 2007;80(954):476–82.
 8. Feldkamp L, Davis L, Kress J. Practical cone-beam algorithm. JOSA A. 1984;1(6):612–19.
 9. Dixon RL. A new look at CT dose measurement: beyond CTDI. Med Phys. 2003;30(6):1272–80.
 10. Hyer DE and Hintenlang DE. Estimation of organ doses from kilovoltage cone-beam CT imaging used during 
radiotherapy patient position verification.  Med Phys. 2010;37(9):4620–26.
 11. Mori S, Endo M, Nishizawa K, et al. Enlarged longitudinal dose profiles in cone-beam CT and the need for 
modified dosimetry. Med Phys. 2005;32(4):1061–69.
 12. AAPM. The measurement, reporting, and management of radiation dose in CT. AAPM Report No. 96. Report of 
AAPM Taks Group 23. College Park, MD: AAPM; 2008. Available from: https://www.aapm.org/pubs/reports/
RPT_96.pdf
 13. Lujan AE, Larsen EW, Balter JM, Ten Haken RK. A method for incorporating organ motion due to breathing into 
3D dose calculations. Med Phys. 1999;26(5):715–20.
 14. Ott JG, Becce F, Monnin P, Schmidt S, Bochud FO, Verdun FR. Update on the non-prewhitening model observer 
in computed tomography for the assessment of the adaptive statistical and model-based iterative reconstruction 
algorithms. Phys Med Biol. 2014;59(15):4047–64.
 15. IEC. Medical electrical equipment. Part 2-44: Particular requirements for the basic safety and essential perfor-
mance of x-ray equipment for computed tomography. IEC 60601-2-44. Geneva: International Electrotechnical 
Commission; 2009.
 16. ICRU. Medical imaging — the assessment of image quality. ICRU Report 54. Bethesda, MD: ICRU; 1995.
 17. Mageras GS and Yorke E. Deep inspiration breath hold and respiratory gating strategies for reducing organ motion 
in radiation treatment. Semin Radiat Oncol. 2004;14(1):65–75.
 18. Simon L, Giraud P, Servois V, Rosenwald JC. Initial evaluation of a four-dimensional computed tomography 
system using a programmable motor. J Appl Clin Med Phys. 2006;7(4):50–65.
 19. Li T, Xing L, Munro P, et al. Four-dimensional cone-beam computed tomography using an on-board imager. Med 
Phys. 2006;33(10):3825–33.
 20. ICRU. Modulation transfer function of screen film systems. ICRU Report No. 41. Bethesda, MD: ICRU; 1986. 
Available from: http://www.icru.org/home/reports/modulation-transfer-function-of-screen-film-systems-report-41
 21. Li T and Xing L. Optimizing 4D cone-beam CT acquisition protocol for external beam radiotherapy. Int J Radiat 
Oncol Biol Phys. 2007;67(4):1211–19.
 22. Shieh CC, Kipritidis J, O’Brien RT, Kuncic Z, Keall PJ. Image quality in thoracic 4D cone-beam CT: a sensitivity 
analysis of respiratory signal, binning method, reconstruction algorithm, and projection angular spacing. Med 
Phys. 2014;41(4):041912.
 23. Zhang Y, Yin FF, Segars WP, Ren L. A technique for estimating 4D-CBCT using prior knowledge and limited-
angle projections. Med Phys. 2013;40(12):121701.
 24. Yang Y, Schreibmann E, Li T, Wang C, Xing L. Evaluation of on-board kV cone beam CT (CBCT)-based dose 
calculation. Phys Med Biol. 2007;52(3):685–705.
 25. Vergalasova I, Maurer J, Yin F. Potential underestimation of the internal target volume (ITV) from free-breathing 
CBCT. Med Phys. 2011;38(8):4689–99.
 26. Sweeney R, Seubert B, Stark S, et al. Accuracy and inter-observer variability of 3D versus 4D cone-beam CT 
based image-guidance in SBRT for lung tumors. Radiat Oncol. 2012;7:81.
 27. Cooper BJ, O’Brien RT, Kipritidis J, Shieh CC, Keall PJ. Quantifying the image quality and dose reduction of 
respiratory triggered 4D cone-beam computed tomography with patient-measured breathing. Phys Med Biol. 
2015;60(24):0403–513.
 28. Seppenwoolde Y, Shirato H, Kitamura K, et al. Precise and real-time measurement of 3D tumor motion in lung 
due to breathing and heartbeat, measured during radiotherapy. Int J Radiat Oncol Biol Phys. 2002;53(4):822–34.
